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BUL 157A 08/00

- REMOTE DISPLAY OPERATES IN TANDEM WITH TMS2000 OR

- REMOTE DISPLAY CAN OPERATE UP TO 500' FROM THE MAIN

- REMOTE DISPLAY HAS ALL FUNCTIONS OF THE MAIN TMS

- SYSTEM INCLUDES PLUG-IN REMOTE DISPLAY DRIVER BOARD

- AVAILABLE IN NEMA 12, 4 AND 4X CONFIGURATIONS
- OPERATING VOLTAGE: 110/220 VAC, 50/60 Hz

FOR TMS2000 OR TMS3000 CONSOLES

TMS3000 CONSOLES

TMS CONSOLE

CONSOLE EXCEPT PRINTER

TEL: (631) 293-8450
FAX: (631) 293-8533

PNEUMERCATOR TECHNICAL SUPPORT
1 (800) 209-7858

DIMENSIONS: (MM)
INCHES

Liquid Level Control Systems
PNEUMERCATOR

Liquid Level Control Systems
PNEUMERCATOR
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900483-1 CONNECTIONS
CLK - GREEN WIRE
DATA - RED WIRE
GND - WHITE WIRE
         - BLACK WIRE
         - SHIELD WIRE

MODEL TMS 2000 TANDEM DISPLAY UNIT

(SEE NOTE 1)

120 VAC

TANDEM DISPLAY LINE

(±10%,60Hz)

(SEE NOTE 2)

MODEL TMS 3000 

FAX/MODEM
CARD

PROCESSOR
CARD

TANDEM DISPLAY UNIT

AUTOMATICALLY BY POWERING THE TANDEM DISPLAY UNIT FROM THE SAME CIRCUIT BREAKER AS THE TMS 3000.
THE TMS 3000. THIS CAN BE DONE EITHER MANUALLY EVERYTIME THE SYSTEM IS POWERED UP OR CAN BE ACHIEVED

2. TANDEM DISPLAY LINE TO BE BELDEN 8723, CAROL C1352 OR EQUIVALENT.

1. FOR PROPER OPERATION, THE TANDEM DISPLAY UNIT MUST BE POWERED UP EITHER PRIOR TO OR SIMULTANEOUSLY WITH

(SEE NOTE 2)

(SEE NOTE 1)

120 VAC

TANDEM DISPLAY LINE

(+10%,60Hz)

NOTES:

-
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AUTOMATICALLY BY POWERING THE TANDEM DISPLAY UNIT FROM THE SAME CIRCUIT BREAKER AS THE TMS 2000.
THE TMS 2000. THIS CAN BE DONE EITHER MANUALLY EVERYTIME THE SYSTEM IS POWERED UP OR CAN BE ACHIEVED

1. FOR PROPER OPERATION, THE TANDEM DISPLAY UNIT MUST BE POWERED UP EITHER PRIOR TO OR SIMULTANEOUSLY WITH

2. TANDEM DISPLAY LINE TO BE BELDEN 8723, CAROL C1352 OR EQUIVALENT.

NOTES:

900483-1 CONNECTIONS
CLK - GREEN WIRE
DATA - RED WIRE
GND - WHITE WIRE
         - BLACK WIRE
         - SHIELD WIRE

900483-1 CONNECTIONS
CLK - GREEN WIRE
DATA - RED WIRE
GND - WHITE WIRE
         - BLACK WIRE
         - SHIELD WIRE

900483-1 CONNECTIONS
CLK - GREEN WIRE
DATA - RED WIRE
GND - WHITE WIRE
         - BLACK WIRE
         - SHIELD WIRE
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